SKR
SPRING STEEL C60

GUDE GmbH

Sperrkant Spring Washer
Dimensions and Specifications
For Weight
Screws . d . D S (785kg/dm?) . b . h Packaging
min.-max. min.-max. min.-max. min. max. min.-max.
of kg/1000 pcs.

6 [ eass | 14 | 1510 | 13 | 2ssons | zasess | oo |
2 [ aszs | w0 | seez | zs | berz | esis | s |

30 30,5-31,7 84,2 5,8-6,2 42,5 7,8-8,2 9,5-10,5 25
Special features: grid shaped surface ("Sperrkanten") technical specifications
wire profile alternately bend according to DIN 128

apex of the dome between 135%150°
5-times deflected

Finishings: oiled
mechanical plated yellow chromated
zinc-flake coating
other coatings on inquiry
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SKR
STAINLESS STEEL 1.4310

GUDE GmbH

Sperrkant Spring Washer
For Weight
Screws . d . D S (785kg/dm?) . b h Packaging
of min.-max. min.-max. min.-max. kg/1000 pcs. min.-max. min.

| 8 | 8185 | 148 | 1921 | 16 | 285315 | 3 | 100 |
| 16 | 161169 | 273 | 3337 | 89 | 4852 | 55 | 200 |

Special features: grid shaped surface ("Sperrkanten™) technical specifications
wire profile alternately bend according to DIN 128
apex of the dome between 135%150°
5-times deflected

Raw material: stainless and acid-proofed steel, raw-material 1.4310
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GUDE GmbH

Sperrkant Spring Washer Z

SKRZ
SPRING STEEL C60

Dimensions and Specifications

For _ Weight
Screws . d . D .S_b (785kg/dm?) . h Packaging
min.-max. min.-max. min.-max. min.-max.
of kg/1000 pcs.

5.000
| 8 | 8185 | 127 | 1921 | 105 | 2832

12,2-13,0 235265
16,2-16,3 5,2-5,9

grid shaped surface ("Sperrkanten"”)
wire profile alternately bend

apex of the dome between 135%150°
5-times deflected

Special features:

technical specifications
according to DIN 7980

oiled

mechanical plated yellow chromated
zinc-flake coating

other coatings on inquiry

Finishings:
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GUDE GmbH

Sperrkant Spring Washer Sem

SPRING STEEL C60

SKR Sem

Dimensions and Specifications

For Wei
Screws . d D . s (785kggllcr|]rtn2) . b . h Packaging
of min.-max. max. min.-max. kg/1000 pcs. min. - max min.-max.

3,6 3,6-3,75 6,95 0,7-0,9 0,15 1,4-1,6 1,2-1,4 100.000
4,55 4,55-4,75 8,55 0,9-1,1 0,3 1,7-1,9 1,5-1,7 50.000
515 5,5-5,7 11,0 1,2-1,4 0,64 2,35-2,65 2,0-2,2 25.000
7,4 7,4-7,65 13,95 1,5-1,7 1,23 2,85-3,15 2,45-2,75 10.000
9,3 9,3-9,55 16,95 1,7-1,9 2,0 3,3-3,7 2,85-3,15 5.000
11 11,0-11,3 19,7 1,95-2,25 3,1 3,8-4,2 3,35-3,65 2.500

Special features:

grid shaped surface ("Sperrkanten™)

wire profile alternately bend

apex of the dome between 135%150°
5-times deflected

technical specifications
according to DIN 128

Finishings:

oiled

other raw material and coatings on inquiry
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